
CLEATS

Cleats may be used where applicable, on short runs or 
where it is impractical to fit post into ground, eg: footing 
at brickwork or underground services in area but not 
pinpointed, and are fixed using ‘concrete nails0 or 
dynabolts.
Timber:  Unseasoned Hardwood
  CCA Treated Pine
Sizes:  100x50 or 100 x 38mm

NAILS

On boxed paling fences, one 38mm x 2.2mm flat head 
nail shall be used at the top and bottom rail on the base 
paling and two 50mm x 2.2mm flat head nails at each rail 
on cover paling.

Cover paling nails should be placed as close as possible 
to the under paling.

Electro-plated, cad plated or ‘gal’ wire nails are available 
at extra cost and are strongly recommended for use with 
CCA Treated Pine palings.

Fully hot-dipped galvanized nails are available but rarely 
used due to cost.
Nail guns with fasteners of appropriate length, crescent or 
half moon shapes are normally used. 
T-NAILS SHOULD NOT BE USED.

CAPPING

Capping is an optional extra and longer posts must be 
used so top rail is at top of palings.
Timber:  CCA Treated Pine
  White Cypress Pine
Sizes:  Ex 100 x 50
  Ex 100 x 38
CCA Treated Pine comes in ‘wet’ grade or Kiln Dried (KD) 
after treatment, the latter being the premium and more 
expensive. Capping joints should be mitred and nailed with 
75mm galvanized nail as 450 spacing. On angles, capping 
should be butt joined to angle, but not mitred.

WARNING

Because of the need for the material to dry evenly, 
domestic paling fencing should NOT be stained or 

painted within 90 days of construction. When stained 
it must be done on both sides, or period should be 

extended to 180 days.

Minimum Specifications only.
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